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The boring abandonment described in this report was conducted under
the supervision of Joseph Frey, a California-certified engineering
geologist. Mr. Frey has expertise in the proper abandonment of
ground water monitoring wells and the management of hazardous
waste. His signature appears below.
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Joseph Freay
Certified Engineering
Number 1500
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1.0 INTRODUCTION

In February 1988, the Beylik Drilling Company drilled a 92.5-foot
boring at the Monadnock Company facility located at 18301 East
Arenth Avenue in City of Industry, California (see Figure 1 for
site location). The boring, designated MW-10 and shown on Figure
2, was drilled in an attempt to establish a ground water monitoring
well. A description of the drilling procedure is presented in
Report on the Drilling of a Deep Monitoring Well at the Monadnock
Site 18301 E. Arenth Avenue City of Industry, CA 91749,"” dated June
27, 1988.

During the drilling of the boring, an industrial wastewater
discharge 1line was penetrated by the drill bit, resulting in
industrial wastewater entering the boring. This caused the
sidewalls of the boring to collapse during removal of the augers,
filling most of the hole. As a consequence, Beylik Drilling
Company refilled with cuttings that portion of the boring that had
not collapsed. They then moved to a new location.

Because the boring was not abandoned in accordance with guidelines

presented in " Water Well Standards: State of California
(California Department of Water Resources Bulletin 74-81), the
California Regional Water Quality Control Board - Los Angeles

Region (RWQCB) instructed TRW Inc. to properly abandon the boring.
This request was made in a letter dated December 3, 1990. TRW Inc.
subsequently contracted with ID Environmental Associates (IDEA) to
conduct the work. The following sections summarize the boring
abandonment.

2.0 BORING ABANDONMENT PROCEDURES

Prior to abandonment of the boring, a well destruction permit was
applied for from the Los Angeles County Department of Health
Services. A copy of the permit is included in Appendix A.

Work to properly abandon the boring was commenced on February 23,
1991. In order to ensure the integrity of the industrial
wastewater discharge line during the abandonment of the boring,
overburden was manually removed, exposing the ceramic discharge
line. The location of the February 1988 boring was then determined
by hand probing with a steel probe adjacent to the discharge line
(the least compacted soil was assumed to be the location of the
boring).

A steel casing was placed around the location of the February 1988
boring; the purpose of the steel casing was to minimize the
possibility of contact between the drilling augers and the
industrial wastewater discharge line. Drilling was then conducted
within the steel casing. To ensure that the casing did not move
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during drilling operations, it was driven approximately three feet
into the underlying soil.

The February 1988 boring was drilled using both 6-inch hollow stem
augers and 7 7/8-inch tricone bit mud rotary equipment.
Consequently, 10 7/8-inch hollow stem augers were used during the
present program to ensure overboring of the original hole.

Two scil samples were collected at approximately 20 and 50 feet
below ground surface. The purpose of the samples was to evaluate
if the path of the February 1988 boring was being followed. Blow
count data for the two samples (two blows per 12 inches for each
sample) indicate that the original path of the boring was being
followed. In addition, drilling of the boring met with little
resistance; the augers were basically " falling " down the path of
the December 1988 boring.

Drilling continued to approximately 95 feet below ground surface.
The first ground water zone was penetrated at about 45 to 50 feet
beneath the site surface.

- After drilling was complete, the boring was filled using neat

cement. The cement was mixed on site at a ratio of four bags of
cement (each bag containing 94 pounds) to approximately 30 to 40
gallons of water. Between 400 and 450 gallons of neat cement were
placed in the boring; this quantity equates to the volume of the
boring drilled using 10 7/8-inch hollow stem augers.

The cement was pumped through a hose placed near the bottom of the
annulus of the hollow stem augers. The cement was pumped into the
boring as the augers were withdrawn. The resulting cement column
extended to the base of the excavation exposing the industrial
wastewater discharge line. To avoid sealing of the discharge line,
the cement was not allowed to overflow into the bottom of the
excavation.

The final four feet (from the industrial wastewater discharge line
to the surface) of the excavation was backfilled with clean pea
gravel. This material was chosen to minimize settling of the final
asphalt surface cover.

3.0 DISPOSITION OF EXCAVATED MATERIALS

S0il from the first four feet of the excavation and drill cuttings
were placed in 55-gallon, sealed drums and left on site. This
material will be disposed on site or transported to an appropriate
disposal facility based on the results of sampling and chemical
analysis.



APPENDIX A

WELL DESTRUCTION PERMIT FROM LOS ANGELES
COUNTY DEPARTMENT OF HEALTH SERVICES



APPLICATION FOR WELL PERMIT

ENVIRONMENTAL MANAGEMENT - 2615 S. GRAND AVENUE, LOS ANGELES, CA 90007, ROOM 604

UNTY OF LOS ANGELES DEPARTMENT OF HEALTH SERVICES
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| hereby agrie to comply in every respect with all
regulations of the County Preventive/Public Health
Services and with all ordinances and laws of the County
of Los Angeles and of the State of California pertaining to
well construction, reconstruction and destruction. Upon
completion of well and within ten days thereafter, | will
furnish the County Preventive/Public Health Services with
a complete log of the well, giving date drilied, depth of
well, all perforations in casing, and any other data deemed
necessary by such County Preventive/Public Health
Services.
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1D ENVIRONMENTAL ASSOCIATES, INC,

March 8,19891

Loe Angeles County Department of Health Services
Environmental Management

2615 South Grand Avenue, Room 604

Los Angeles, California 90007

SUBJECT: WELL DESTRUCTION PERMIT FOR MONADNOCK COMPANY
FACILITY IN CITY OF INDUSTRY, CALIFORNIA

Dear Sirs:

On February 26, 1991, the enclosed well destruction permit was
iesued to TRW/Monadnock Company for closure of a former boring. On
the original application, the location of the boring was
incorrectly stated. The correct location of the boring, designated
MW-10, is shown on the attached Figure 2. Please correct your
records as necessary.

Sincerely yours,

ID ENVIRONMENTAL ASSOCIATES

Steve Mulligan
Principal Associate

cc: John Clark, TRW Inc.
Joe Frey, Frey Environmental

11325 Goldenrod Avenue * Fountain Valley, CA 92708 » (714) 839-1744
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